
Mögliche Höhen bei horizontalen Systemen

Malachit

60/P-40

Malachit 

80/P-40

Malachit 

100/P-20

Malachit 

120/P-20

Travertin 

200/P-10

Travertin 

MX 200/

P-25

Travertin 

MX Plus

Travertin 

Plus

MOF

Alle 

Varianten

Beryll Turkus

330 mm 370 mm 370 mm 410 mm 310 mm 310 mm 290 mm 310 mm 600 mm 400 mm 400 mm

430 mm 490 mm 490 mm 550 mm 520 mm 520 mm 510 mm 530 mm 700 mm 500 mm 500 mm

530 mm 610 mm 610 mm 690 mm 730 mm 730 mm 730 mm 750 mm 800 mm 600 mm 600 mm

630 mm 730 mm 730 mm 830 mm 940 mm 940 mm 950 mm 970 mm 900 mm 700 mm 700 mm

730 mm 850 mm 850 mm 970 mm 1150 mm 1150 mm 1170 mm 1190 mm 1000 mm 800 mm 800 mm

830 mm 970 mm 970 mm 1110 mm 1360 mm 1360 mm 1390 mm 1410 mm 1100 mm 900 mm 900 mm

930 mm 1090 mm 1090 mm 1250 mm 1570 mm 1570 mm 1610 mm 1630 mm 1200 mm 1000 mm 1000 mm

1030 mm 1210 mm 1210 mm 1390 mm 1780 mm 1780 mm 1830 mm 1850 mm 1300 mm 1100 mm 1100 mm

1130 mm 1330 mm 1330 mm 1530 mm 1990 mm 1990 mm 1400 mm 1200 mm 1200 mm

1230 mm 1450 mm 1450 mm 1670 mm 1500 mm 1300 mm 1300 mm

1330 mm 1570 mm 1570 mm 1810 mm 1600 mm 1400 mm 1400 mm

1430 mm 1690 mm 1690 mm 1950 mm 1700 mm 1500 mm 1500 mm

1530 mm 1810 mm 1810 mm 1800 mm 1600 mm 1600 mm

1630 mm 1930 mm 1930 mm 1900 mm 1700 mm 1700 mm

1730 mm 2050 mm 2050 mm 2000 mm 1800 mm 1800 mm

1830 mm 1900 mm 1900 mm

1930 mm 2000 mm


